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Hunting & Trail Camera
With Night Vision

Art. No.: WC0065

Use LogiLink Trail Camera in your garden, house or forest, and 
keep an eye on your pet, wild animal or property. The camera 
triggers with movement & heat, and has excellent photo & video 
functions. IP66 protection and camouflage housing look; perfect 
for outdoor use in any weather conditions. The ideal wildlife and 
surveillance camera. 
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Wide Angle Field of View

Never Miss Any Wonderful Moment

Auto-Switch Day and Night Mode

Multiple Recording Modes

IP66 Waterproof

Impressive 90° wide angle IR detection range, 
providing a broader field of view

Fast 0.8s trigger motion activation with a trigger 
distance of up to 15 m.

Takes color pictures in daytime; black & 
white pictures at night.

Supports capturing photos and videos at 
the same time and other recording options 
such as recording delay, target recording 
time, time lapse and endless recording.

Reliable in all weather conditions, ideal for 
field shooting.

Superb Picture Quality

Impressive Night Recordings

Records crystal clear 16MP images and 1080P 
HD videos with super clear audio.

Low light night vision sensor with a large 
aperture optical lens to record in excellent 
quality even in dark conditions.
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Large LCD Display

Security Lock Hole

Built-in 2.0“ LCD color screen makes it easier 
for you to set parameters and view photos and 
videos in the field.

Lock hole available for locking the camera.
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Package Contents:
» 1x Trail Camera
» 1x Mounting Strap
» 1x USB Cable
» 1x User Manual

Package Information: 
» Packing Dimension: 105 x 80 x 145 mm
» Packing Weight: 0.345 kg
» Carton Dimension: 420 x 335 x 310 mm
» Carton Q‘ty: 30 pcs
» Carton Weight: 11.3 kg

Specification:

Image Sensor 2 megapixels color CMOS

Total Length 21.39 mm

Focal Length 2.8 mm

Focus Type Fixed focus

Lens 1G3P (G-glass, P-plastic) + IR

f/N 2.7

LED IR Type & Quantity IR940, 38 pcs LED

Mechanical BFL 1.19

Screen 2.0" color TFT 320x240/220x176

IR Filter
Tavg≥92%@440–620 mm 
T=50%@648±10 mm 
T<5%@>750 mm 

Field of View (FoV) 110°

PIR Sensor 90°, up to 15 m

Microphone Stereo digital microphone

Time Inverval Setting 5 s–30 min. 

Trigger Time 0.8 s

Photo Burst 1 to 3

Waterproof Grade IP66

Encording Format JPEG/AVI

Still Picture Resolution 0.3M, 1.3M, 3M, 5M, 8M, 12M, 16M pixel

Video Resolution
1080P: 1920 x 1080 (16:9)@30 fps 
720P: 1280 x 720@30 fps 
480P: 848 x 480@30 fps; 640x480 (3:2)@30 fps 

Supporting Memory Card Type microSD, microSDHC

Max. Memory Card Capactity Up to 32 GB

Power Supply 8 x AA batteries (not included) or DC 5 V/1A by USB

Operating Time Around 6 months (average 10 times per day) 

Power Consumption 150 uA

Operating System Windows, Mac OS, Linux, Chrome OS, XBox One, Android, Ubuntu Linux

Cable Specification USB-A to Micro B cable, 80 cm

Color Camouflage 

Housing Material ABS

Operating Temperature -20–70°C 

Operating Humidity 0–95% RH (no condensation)

Dimensions 13.6 x 9.8 x 6.5 cm

Weight 255 g


