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Art. No.: HS0052

Stereo Headset
with Microphone

Give you the freedom to make hands-free calls; 
works on all operating systems and platforms
via two 3.5 mm stereo jacks with convenient 
in-line volume controls. Ideal for including 
customer service & support, call centers, etc.

Make Your Multi-Tasking Simple

Volume
Control

Microphone

3.5mm
Stereo

Lightweight

Universal
Compatibility
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Full Stereo Sound

Flexible Rotating Microphone

One Size Fits All

Simple Setup

High quality and crisp sound for clear voice and video 
calls, music and more. An essential stereo headset for 
personal use or the office.

The microphone can be positioned for better voice capture 
and background noise reduction.

Stereo headset with adjustable headband has a broad 
range of adjustment. Soft foam ear cushions provide 
hours of comfort.

Two color-cored 3.5 mm jacks, headset and microphone, 
perfect for computers with separate connections.

Convenient Controls

In-line volume controls on the headset cable allow you to 
adjust quickly the headset volume.
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Package Contents:
» 1x Stereo Headset with Microphone
» 1x User Manual

Package Information: 
» Packing Dimension: 160x130x48 mm
» Packing Weight: 0,108 kg
» Carton Dimension:  505x340x285 mm
» Carton Q‘ty: 40 pcs
» Carton Weight: 4,8 kg Environmental-Friendly

Packaging

Compatible Product from LogiLink:

+

UA0365
USB-C™ HiFi Sound Card

96kHz/24bit DAC
with EQ and 3D Mode 

Speaker 30 mm

Sensitivity 93dB±3dB SPL at 1kHz

Impedance 32ohm±10%

Frequency 20 Hz–20K Hz

Connection 2x 3.5 mm Stereo jacks

Compatible Systems Windows and Mac OS

Cable Length 1,8 m

Color Black 

Microphone

Microphone Type 9x7 mm

Sensitivity -58db±2dB (0db-1vv/pa)

Sensitivity Reduction within -3dB at 1,5 V

Impedance maximum 2,2 K ohm

Frequency 30 Hz–16K Hz

S/N Ratio more than 60 dB

Directivity Omni-directional

Specifications:


