LogiLink.

USB 3.0 Active Optical Cable

Art. No.: CU0101 CU0105
CuU0102 CuU0110
CuU0103

The optical USB 3.0 cable from Logilink allows the bridging up to 100 meters. Through the
glass-fiber technology, the cable is particularly thin, elastic and provides data transfer rates up to
5 Ghbps. It is compatible with most USB devices.

Features:
» Extend USB 3.0 devices up to 100 m over fiber optics

» Data trasfer rate up to 5 Gbps < o :
» Supports 850nm VCSEL (Multi-Mode) \ »
» Less EMI/RFI for sensitive environment ~ )

» Metal housing for superior EMI performance

» Low power consumption =
» Lighter, thinner, 3.0 mm fiber cable diameter /

» Plug and play
» Supports operating systems including Windows, Mac OS 10.8 and higher, and Linux Kernel
3.11.10 and higher
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*USB 3.0 Active Optical Cable is not backward compatible with USB 2.0
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LogiLink.

USB 3.0 Active Optical Cable

Art. No.: CU0101 CU0105
CuU0102 CuU0110
CuU0103

Art-No. Cable Length EAN Code

Ccuo0101 10 m 4052792035322
CuU0102 20 m 4052792035339
Ccu0103 30m 4052792035346
CU0105 50 m 4052792035353
Cuo0110 100 m 4052792035360

Package Content:

» 1x USB 3.0 Active Optical Cable
» 1x Dongel

» 1x Powe Adapter

Package Information:

Art-No. Packing Dimension Packing Weight Carton Dimension Carton Q‘ty Carton Weight

CUO0101  200x235x63 mm 0.4 kg 430x250x355 mm 10 pcs 4.5 kg
CU0102 200x235x63 mm 0.6 kg 430x250x355 mm 10 pcs 6.5 kg
CU0103  244x244x65 mm 0.9 kg 430x250x355 mm 10 pcs 9.6 kg
CU0105  244x244x65 mm 1.3 kg 510x510x275 mm 16 pcs 22 kg
CUO110  300x300x65 mm 1.8 kg 610x320x340 mm 10 pcs 19.1 kg

*No current is transmitted over fiber, the receiver unit should connect to an active USB hub or an external hard drive with its own
power supply.
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